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(57) ABSTRACT

A mold 1 includes a mold assembly 2 and an injection aid
member 3 attached to the mold assembly. The mold assembly
2 includes a first mold 21 and a second mold 22 which are
opposed to each other, a tape member 23 connecting the outer
peripheries of the first mold 21 and the second mold 22, a
cavity 24 to which a plastic lens material is injected, and a
through hole 25 which makes a portion of the cavity 24 open.
The injection aid member 3 includes a first opening 33
opposed to the through hole 25 of the mold assembly 2, a
second opening 34 connected to the first opening 33, an
attachment 32 provided around the first opening 33 and firmly
attached to the mold assembly 2.

2 Claims, 6 Drawing Sheets
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MOLD AND METHOD FOR PRODUCING
PLASTIC LENS

TECHNICAL FIELD

The present invention relates to a mold for molding a
plastic lens by cast polymerization, and a method for produc-
ing a plastic lens using the mold.

BACKGROUND ART

Plastic lenses have advantages that they are lighter and are
less easily broken than glass lenses. For that reason, the
plastic lenses have been used as various lenses including
spectacle lenses. The plastic lenses for spectacles are gener-
ally formed by cast polymerization.

The cast polymerization is a method in which a liquid
curable plastic raw material is injected into a mold and is
cured by heat or energy such as ultraviolet rays to thereby
obtain a molded article. A mold used in the cast polymeriza-
tion is formed, for example, by causing a pair of molds to face
each other at a certain spaced interval, and winding an adhe-
sive tape around the entire peripheries of these molds.

A technique for producing a plastic lens using such a mold
is disclosed, for example, in Patent Document 1. Patent Docu-
ment 1 describes a liquid plastic raw material injection appa-
ratus for forming a plastic lens. The liquid plastic raw material
injection apparatus disclosed in Patent Document 1 includes
an injection pipe for injecting liquid plastic raw material into
amold, and a suction pipe provided next to this injection pipe.

When the liquid plastic raw material is injected into the
mold, a portion of an adhesive tape bonding the pair of molds
is peeled off to make an opening, and the injection pipe is
inserted into the mold. Under this condition, the tip of the
suction pipe is located at the same level as that of the liquid
when the mold is filled with the liquid plastic raw material.
When the liquid plastic raw material is injected into the mold,
the liquid surface reaches the tip of the suction pipe and
blocks a suction port, thereby changing a negative pressure in
the suction pipe.

When the liquid plastic raw material injection apparatus
detects the change of the negative pressure in the suction pipe,
it stops the injection of the liquid plastic raw material. Then,
the adhesive tape is applied again, and a space (cavity) in the
mold is sealed.

Furthermore, Patent Document 2 discloses a technique
concerning a production method of a cured plastic product.
According to the production method of a cured plastic prod-
uct disclosed in Patent Document 2, an injection hole is pro-
vided in an adhesive tape wound around the entire periphery
of'amold, and a liquid plastic raw material is injected through
the injection hole. After the liquid plastic raw material is filled
in the mold, an ultraviolet curable resin is applied to the
injection hole to seal a space in the mold.

PRIOR ART DOCUMENTS

Patent Document

[Patent Document 1] Japanese Patent Laid-Open Publication
No. 2-169208

[Patent Document 2] Japanese Patent Laid-Open Publication
No. 6-155481
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2
DISCLOSURE OF THE INVENTION

Summary of the Invention
Problems to be Solved by the Invention

It has been difficult to precisely control the liquid level of
the liquid plastic raw material with the liquid plastic raw
material injection apparatus disclosed in Patent Document 1.
For example, the volumetric capacity of the mold and thick-
ness of the outer periphery wall of the mold vary depending
on the shape of a plastic lens to be produced. Therefore, if the
time from when the change of the negative pressure in the
suction pipe is detected to when the injection of the liquid
plastic raw material is stopped is always the same, the liquid
plastic raw material may not be filled sufficiently, or the liquid
plastic raw material may overtlow from the mold.

When the liquid plastic raw material is not filled suffi-
ciently, a bubble defect in which air in the mold penetrates
into a plastic lens as bubbles during polymerization may be
produced. On the other hand, when the liquid plastic raw
material overflows from the mold, the liquid plastic raw mate-
rial adheres to a part around an opening, and thus the defective
adhesion of the adhesive tape may easily occur when the
adhesive tape is wound again. If the defective adhesion
occurs, air penetrates from the outside during the polymer-
ization, which may result in the production of the bubble
defect in the plastic lens.

Meanwhile, in order to precisely control the liquid level of
the liquid plastic raw material, the liquid plastic raw material
may be slowly injected, in other words, the flow rate of the
liquid plastic raw material to be injected may be decreased.
The decrease in the flow rate of the liquid plastic raw material,
however, may result in the decrease in the productivity.

Furthermore, in the production method of the cured plastic
product disclosed in Patent Document 2, the productivity has
not easily been increased. The injection hole provided in the
adhesive tape is required to be set to be larger than the nozzle,
because it also serves as an exhaust port for air in the mold.
The larger the cross-sectional area of the nozzle hole is, the
greater the flow rate of the liquid plastic raw material can be,
and the liquid plastic raw material can be filled faster. When
the cross-sectional area of the nozzle hole and the injection
hole are made large, however, a large period of time is
required for sealing the injection hole.

In addition, according to the production method of the
cured plastic product disclosed in Patent Document 2, the
liquid plastic raw material may sometimes overtlow from the
injection hole. It may cause concern that the overflowed lig-
uid plastic raw material may adversely affect instruments or
workers involved in an injection operation or a polymeriza-
tion step.

The present invention has been made in view of the above-
discussed problems, and aims to eliminate the need for pre-
cisely controlling the liquid level of the liquid plastic raw
material (plastic material), and improve the productivity by
increasing the flow rate of the liquid plastic raw material.

Means for Solving the Problem

In order to solve the problems described above, and
achieve objectives of the present invention, the mold accord-
ing to the present invention includes a mold assembly and an
injection aid member which is attached to the mold assembly.
The mold assembly includes a first mold and a second mold
which are opposed to each other, a tape member which con-
nects the outer peripheries of the first mold and the second
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mold, a cavity to which a plastic lens material is injected, and
a through hole which opens a portion of the cavity. The
injection aid member includes a first opening which is
opposed to the through hole of the mold assembly, a second
opening which is connected to the first opening, and an
attachment provided around the first opening and firmly
attached to the mold assembly.

The method for producing a plastic lens according to the
present invention includes a mold assembly step, an aid mem-
ber attachment step, a through hole forming step, an injection
step, a sealing step, and a polymerization step. In the mold
assembly step, a first mold and a second mold are caused to
face each other, and outer peripheries of the first mold and the
second mold are connected by a tape member to assemble a
mold assembly having a cavity. In the aid member attachment
step, an attachment provided around a first opening of an
injection aid member having the first opening and a second
opening connected to the first opening is firmly attached to the
mold assembly, and the first opening is caused to face the tape
member forming an outer periphery of the cavity.

Inthe through hole forming step, a through hole is provided
in a portion of the tape member opposed to the first opening.
In the injection step, a nozzle is inserted through the second
opening of the injection aid member into the cavity, and a
plastic lens material is injected thereto. In the sealing step, the
second opening of the injection aid member is sealed with a
sealing member. In the polymerization step, the plastic lens
material injected to the cavity is polymerized.

According to the present invention, the nozzle is inserted
into the injection aid member, and the plastic lens material is
injected into the cavity. Thus, the plastic lens material which
has filled the cavity and has overflowed from the through hole
can be stored in the injection aid member. Hence, the leakage
of the plastic lens material to the outside can be prevented.
This solves problems such as the plastic lens material adheres
to instruments or workers involved in the injection step or in
the polymerization step.

Furthermore, according to the present invention, the sec-
ond opening of the injection aid member is sealed with the
sealing member to thereby hermetically seal the cavity. This
eliminates the need for precisely controlling the liquid level
of the plastic lens material to be injected to the cavity. Fur-
thermore, even ifthe cross-sectional area of the nozzle and the
through hole are made large, the cavity can easily be hermeti-
cally sealed by sealing the injection aid member.

Effect of the Invention

According to the present invention, the precise control of
the liquid level of the plastic lens material is not required, and
the productivity can be improved by increasing the flow rate
of the plastic lens material.

BRIEF DESCRIPTION OF THE DRAWINGS

FIG. 1A is a perspective view showing a mold according to
a first embodiment of the present invention, and FIG. 1B is a
cross-sectional view showing the mold in FIG. 1A by cutting
it along with a line indicated by “A-A"".

FIG. 2 is a perspective view showing an injection aid mem-
ber to be used with the mold according to the first embodi-
ment of the present invention.

FIG. 3 is a perspective view showing an adhesive member
to be used with the mold according to the first embodiment of
the present invention.

FIGS. 4A-4E are explanatory views illustrating a method
for producing a plastic lens of the present invention.
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FIG. 5 is an explanatory view illustrating a state in which a
plastic lens material is injected into the mold of the invention,
and a through hole is horizontally directed.

FIG. 6A is a perspective view showing a mold according to
a second embodiment of the present invention, and FIG. 6B is
a cross-sectional view showing the mold in FIG. 6 A by cut-
ting it along with a line indicated by “B-B"”.

FIG. 7 is a cross-sectional view showing an injection aid
member to be used with a mold according to a third embodi-
ment of the present invention.

DESCRIPTION OF THE PREFERRED
EMBODIMENT

Embodiments for carrying out a method for producing a
plastic lens and mold according to the present invention will
be explained below, referring to FIG. 1 to FIG. 7. In each
drawing, the same reference numerals are used to designate
identical members.
<1. First Embodiment of Mold>
[Mold]

First, a mold according to the first embodiment of the mold
of'the present invention will be explained referring to FIG. 1.

FIG. 1A is a perspective view showing the mold according
to the first embodiment, and FIG. 13 is a cross-sectional view
showing the mold in FIG. 1A by cutting it along a line indi-
cated by “A-AT”.

A mold 1 includes a mold assembly 2, an injection aid
member 3, and a sealing member 4 (see FIG. 4).

[Mold Assembly]

The mold assembly 2 includes a first mold 21 and a second
mold 22 which are opposed to each other at a certain spaced
interval, and a tape member 23 which connects the outer
peripheries of the two molds 21 and 22.

The first mold 21 is formed so as to have a surface sur-
rounded with a continuous curve such as a circle or ellipse, or
surrounded with continuous curves and continuous straight
lines, and has a concavely curved lens forming surface 21a.
The second mold 22 is formed into a shape which is approxi-
mately the same as that of the first mold 21. The second mold
22 has a convexly curved lens forming surface 22a. The lens
forming surface 22a of the second mold 22 is opposed to the
lens forming surface 21a of the first mold 21.

The first and second molds 21 and 22 are formed by, for
example, pouring molten glass into a metal mold. It should be
noted that, in this embodiment, the first and second molds
according to the present invention may be formed from a resin
or a metal, although the first and second molds 21 and 22 are
formed from glass. Furthermore, the first mold and the second
mold may be formed by using a different material from each
other.

The tape member 23 is a so-called adhesive tape, and is
wound around the outer peripheries of the first and second
molds 21 and 22 one or more times. The width of the tape
member 23 is set to a width such that the tape member
projects from outer peripheries of the first and second molds
21 and 22. Accordingly, the tape member 23 covers the entire
outer peripheries of the first and second molds 21 and 22. It
should be noted that the width of the tape member used in the
present invention is sufficient, so long as a space between the
first mold 21 and the second mold 22 is hermetically sealed.

The tape member 23 includes a substrate and an adhesive
layer formed on one surface (an adhesive surface) of the
substrate. Examples of the substrate of the tape member 23
may include polyester. On the other hand, as the adhesive
layer, for example, adhesives which do not dissolve in a
plastic lens material 51 (see FIG. 4) or do not inhibit poly-
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merization are preferable, and examples thereof may include
silicone adhesives, and the like.

In the mold assembly 2, a cavity 24 which is surrounded by
the lens forming surfaces 21a and 224 of the first and second
molds 21 and 22, and the tape member 23 is formed. The
plastic lens material 51 (see F1G. 4) is injected into the cavity
24. It should be noted that the tape member 23 forming the
outer periphery of the cavity 24 is provided with a through
hole 25.

[Injection Aid Member]

Next, the injection aid member 3 will be explained refer-
ring to FIG. 2.

FIG. 2 is a perspective view showing the injection aid
member 3.

The injection aid member 3 is formed by, for example,
injection-molding a thermoplastic resin that can easily be
processed, such as polypropylene or polyethylene. The injec-
tion aid member 3 includes an aid member body 31 which is
formed into an approximately quadrangular-tubular shape,
and an attachment 32 that is continuous with one end of the
aid member body 31.

The aid member body 31 includes a first opening 33 and a
second opening 34 which is opposed to the first opening 33.
The first opening 33 is formed into a long and narrow,
approximately rectangular shape, and the second opening 34
is formed into an approximately quadrangular shape (see
FIG. 2). The opening area of the first opening 33 is set to be
smaller than that of the second opening 34.

The aid member body 31 includes a guide plate 35, a plane
plate 36 which is opposed to the guide plate 35, a inclined
plate 37 that is continuous with the plane plate 36, and two
side plates 38 and 39. The guide plate 35 forms one side of the
first opening 33 and one side of the second opening 34, and
has a flat surface which is in parallel with a direction in which
both of the openings 33 and 34 open. The flat surface of the
guide plate 35 is a guide surface that guides a nozzle 101 (see
FIG. 4).

The plane plate 36 forms one side of the second opening
34, and has a flat surface which is in parallel with the flat
surface of the guide plate 35. The inclined plate 37 forms one
side of the first opening 33, and is inclined to a direction in
which the first opening 33 and the second opening 34 open.
This makes an interior space 31a in the aid member body 31
narrower as the interior space 31a approaches the first open-
ing 33 (see FIG. 2). Each of the two side plates 38 and 39 is
continuous with the guide plate 35, the plane plate 36 and the
inclined plate 37, and form two sides of the first opening 33
and two sides of the second opening 34.

A fixing portion 41 is provided on the periphery of the
second opening 34. The fixing portion 41 is continuous with
the guide plate 35, the plane plate 36 and the two side plates
38 and 39, and is formed into a quadrangular frame shape (see
FIG. 1). The sealing member 4 is firmly attached and fixed to
the fixing portion 41.

The attachment 32 is provided on the periphery of the first
opening 33, and is formed into an approximately rectangular
frame shape. The attachment 32 is curved in a circular arc
shape, and has a curved surface 32a corresponding to the
outer periphery surface of the mold assembly 2. That is, the
radius of curvature of the curved surface 324 of the attach-
ment 32 is set to be approximately the same as the radius of
curvature of the outer periphery surface of the mold assembly
2. The injection aid member 3 is attached to the mold assem-
bly 2 by fixing the curved surface 324 of the attachment 32 to
the outer periphery surface of the mold assembly 2.
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[Adhesive Member]|

Next, an adhesive member 45 will be explained referring to
FIG. 2.

FIG. 2 is a perspective view showing the adhesive member
45.

The adhesive member 45 is a double-sided adhesive tape
used for fixing the curved surface 324 of the attachment 32 to
the outer periphery surface of the mold assembly 2. The
adhesive member 45 is formed into a rectangular sheet shape
having approximately the same size as that of the attachment
32, and has a through hole 45a. The through hole 454 in the
adhesive member 45 is opposed to the first opening 33 of the
injection aid member 3.

The adhesive member 45 has a polyethylene substrate and
an adhesive layer composed of an acrylic adhesive agent.
Polyesters or fabrics may be used as the substrate of the
adhesive member 45. Furthermore, as the adhesive layer,
adhesives which do not dissolve in the plastic lens material
(see FIG. 4) or do not inhibit polymerization are preferably
used, and rubber adhesives may be used in addition to the
silicone adhesives.

In this embodiment, the double-sided adhesive tape has
been used as the adhesive member. However, cold-setting
adhesives, thermosetting adhesives, ultraviolet cure adhesive,
or hot-melt adhesives may be used so long as the adhesives do
not dissolve in the plastic lens material 51 (see FIG. 4) and
adhesiveness is not impaired.

[Sealing Member]|

Next, the sealing member 4 will be explained.

The sealing member 4 (see FIG. 4) is formed into a sheet
shape having a size covering the second opening 34 of the aid
member body 31 and the fixing portion 41. The sealing mem-
ber 4 is firmly attached and fixed to the fixing portion 41 by
using a heat-sealing method or an adhesive, and the like.
[Production Method of Plastic Lens]

Next, a method for producing a plastic lens using the mold
1 according to the present invention is explained referring to
FIG. 4.

FIGS. 4A-4FE are explanatory views illustrating the method
for producing a plastic lens according to the present inven-
tion.

In the method for producing a plastic lens by using the
mold 1, a mold assembly step, an aid member attachment
step, a through hole forming step, an injection step, a sealing
step, and a polymerization step are taken.

[Mold Assembly Step]|

First, the mold assembly step will be explained referring to
FIG. 4A.

Inthe mold assembly step, the first mold 21 and the second
mold 22 are caused to face each other at a certain spaced
interval, and the outer peripheries thereof are connected by
the tape member 23, whereby the mold assembly 2 is
assembled. In the mold assembly 2, the cavity 24, which is
hermetically sealed by the lens forming surfaces 21a and 22a
of'the first and second molds 21 and 22, and the tape member
23 is formed.

[Aid Member Attachment Step]|

Next, the aid member attachment step will be explained
referring to FIG. 4B.

In the aid member attachment step, the injection aid mem-
ber 3 is attached to the mold assembly 2. That is, the curved
surface 32a of the attachment 32 provided on the injection aid
member 3 is firmly attached and fixed to the outer periphery
surface of the mold assembly 2 through the adhesive member
45.

The curved surface 32a of the attachment 32 is set so as to
have a radius of curvature corresponding to (approximately
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the same as) that of the outer periphery surface of the mold
assembly 2. Accordingly, the curved surface 32a of the
attachment 32 can be securely attached to the outer periphery
surface of the mold assembly 2.

When the injection aid member 3 is attached to the mold
assembly 2, the first opening 33 of the injection aid member
3 is caused to face the outer periphery of the cavity 24 formed
in the mold assembly 2 through the tape member 23. Further-
more, the first opening 33 is located on the side of the lens
forming surface 22q of the second mold 22. That is, when the
injection aid member 3 is attached to the mold assembly 2, the
first opening 33 is caused to face the outer periphery of the
cavity 24, and an extended line of the first opening 33 inter-
sects with the lens forming surface 22a of the second mold 22.
[Through Hole Forming Step]

Next, the through hole forming step will be explained
referring to FIG. 4C.

In the through hole forming step, the through hole 25 is
provided in a portion of the tape member 23 opposed to the
first opening 33, whereby the interior space 31a in the injec-
tion aid member 3 and the cavity 24 are connected to each
other through the through hole 25 and the first opening 33.

In this embodiment, the through hole 25 is provided by
inserting a tool from the second opening 34 of the injection
aid member 3, and making a cut in the tape member 23 along
the first opening 33. It should be noted that, in the through
hole forming step in the present invention, the tape member
23 may be processed by a method using laser to provide the
through hole 25. Furthermore, there is no restriction as to the
order of the through hole forming step, and the through hole
25 may be provided after the mold assembly step has been
taken, and before the injection aid member 3 is attached.
[Injection Step]|

Next, the injection step will be explained referring to FIG.
4D.

In the injection step, the nozzle 101 is inserted from the
second opening 34 of the injection aid member 3, and the
plastic lens material 51 is injected into the cavity 24.

Here, the plastic lens material 51 will be explained. In this
embodiment, a thermosetting resin composition polymeriza-
tion-curable by heat is used as the plastic lens material 51.
Specifically, as the plastic lens material 51, bisisocyanatom-
ethylbicycloheptane, 1-mercapto-2,3-bis(mercaptoeth-
ylthio)propane, and pentaerythritol-tetrakismercaptopropi-
onate are mixed, and, as a polymerization catalyst, a
monomer using dibutyltindichloride is used.

A photocurable resin composition which is polymeriza-
tion-curable by light such as ultraviolet rays can be used as the
plastic lens material 51 in the present invention, in addition to
the thermosetting resin compositions described above. The
photocurable resin composition contains photocurable
monomers, and a photopolymerization initiator.

The nozzle 101 which has been inserted from the second
opening 34 is guided along the guide plate 35 of the injection
aid member 3. The tip part 101a passes through the through
hole 25, and is inserted into the cavity 24. Then, the plastic
lens material 51 is discharged from the nozzle 101. The plas-
tic lens material 51 discharged from the nozzle 101 first
moves on the lens forming surface 22a of the second mold 22,
and is filled in the cavity 24. As a result, a formation of
bubbles in plastic lens material 51 filled in the cavity 24 canbe
inhibited.

When the injection of the plastic lens material 51 is con-
tinuously performed, the cavity 24 is filled with the plastic
lens material 51, and the material overflows into the interior
space 31a of the injection aid member 3 through the through
hole 25. The injection of the plastic lens material 51 is con-
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tinued until an appropriate amount of the plastic lens material
51 is stored in the interior space 31a of the injection aid
member 3 (see FIG. 4E). When the injection of the plastic lens
material 51 is completed, the nozzle 101 is pulled out from the
injection aid member 3.

[Sealing Step]

Next, the sealing step will be explained referring to FIG.
4E.

In the sealing step, the second opening 34 of the injection
aid member 3 is sealed with the sealing member 4.

In this embodiment, the sealing member 4 is firmly
attached and fixed to the fixing portion 41 by using a heat-
sealing method, whereby the cavity 24 and the interior space
31a in the injection aid member 3 connected to the cavity 24
are hermetically sealed. In this sealing step, because the seal-
ing member 4 is not brought into contact with the plastic lens
material 51, the second opening 34 can be securely sealed
without being affected by the plastic lens material 51.

As described above, the injection of the plastic lens mate-
rial 51 is stopped when an appropriate amount of the plastic
lens material 51 is stored in the interior space 31a of the
injection aid member 3. Accordingly, the interior space 31a in
the injection aid member 3 is not filled with the plastic lens
material 51. Thus, the second opening 34 can easily be sealed
with the sealing member 4, thereby improving the workabil-
ity of the sealing operation.

FIG. 5 is an explanatory view showing the mold 1 in a state
in which the sealing step has been taken.

As shown in FIG. 5, the mold 1 on which the sealing
operation has been performed can be placed such that the
guide plate 35 of the injection aid member 3 is directed
downwardly.

Hence, if the plastic lens material 51 is injected into the
interior space 31a of the injection aid member 3 to such an
extent that the through hole 25 is completely filled with the
material, gas (air) in the interior space 31a does not enter the
cavity 24. That is, the appropriate amount of the plastic lens
material 51, as described above, is an amount which is
decided depending on the position of the mold in the poly-
merization step described below and in which the through
hole 25 is completely filled with the plastic lens material 51.
[Polymerization Step]

Next, the polymerization step will be explained.

In the polymerization step, the plastic lens material 51,
which has been injected in the cavity 24, is polymerized.

In this embodiment, the polymerization is performed by
placing the mold 1 that has been filled with the plastic lens
material 51 in a heating furnace (not shown), whereby the
plastic lens material 51 is cured to thereby form a plastic lens
(not shown). In this embodiment, the temperature inside the
heating furnace was raised to 120° C. in about 20 hours,
however the sealing property of the interior space 31a of the
injection aid member 3 and the cavity 24, sealed with the
sealing member 4, was not impaired.

When a photocurable resin composition is used as the
plastic lens material, the polymerization is performed by irra-
diating the material with light such as ultraviolet rays or
visible rays using a light irradiation apparatus.

After the polymerization step is taken, the cured plastic
lens material 51 is released from the mold and the plastic lens
is taken out from the mold. The plastic lens taken out is, for
example, a finished lens or semi-finished lens.

Both optical surfaces of the finished lens are completely
processed at the time the lens was molded. On the other hand,
as to the semi-finished lens, one optical surface is completely
processed at the time the lens was molded, and the other
surface is processed to have a dioptric power which is
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required by customers. The semi-finished lens can be
employed as a special lens such as a progressive-power lens
or a prism prescription lens.

According to the method for producing a plastic lens and
the mold 1 in this embodiment, the plastic lens material 51
with which the cavity 24 is filled and which overflows from
the through hole 25 can be stored in the interior space 31a of
the injection aid member 3. Accordingly, itis not necessary to
precisely control the liquid level of the plastic lens material to
be injected to the cavity. Moreover, in the injection step of the
plastic lens material 51, the leakage of the plastic lens mate-
rial 51 outside the mold 1 is prevented. This solves problems
such as the plastic lens material 51 adheres to instruments or
workers involved in the injection step or the polymerization
step.

According to the method for producing a plastic lens and
the mold 1 in this embodiment, the second opening 34 of the
injection aid member 3 is sealed with the sealing member 4.
Thus, even if the cross-sectional area of the hole of the nozzle
101 and the through hole 25 are made large, the operation for
sealing the injection aid member 3 does not become compli-
cated, and the cavity 24 can easily be hermetically sealed.
Hence, the flow rate of the plastic material can be increased to
thereby improve the productivity.

According to the method for producing a plastic lens and
the mold 1 in this embodiment, the plastic lens material 51
discharged from the nozzle 101 moves on the lens forming
surface 224 of the second mold 22, and filled in the cavity 24.
This can inhibit a formation of bubbles in the plastic lens
material 51 filled in the cavity 24.

According to the mold 1 in this embodiment, the curved
surface 324 of the attachment 32 provided on the injection aid
member 3 is arranged to have a radius of curvature approxi-
mately the same as that of the outer periphery surface of the
mold assembly 2. With this arrangement, the curved surface
32a of the attachment 32 can firmly be attached to the outer
periphery surface of the mold assembly 2. As a result, the
interior space 31a inthe injection aid member 3 and the cavity
24 are securely hermetically sealed.

According to the mold 1 in this embodiment, the second
opening 34 is larger than the first opening 33. Therefore, the
nozzle 101 can be easily inserted into the injection aid mem-
ber 3. Furthermore, because the first opening 33 is formed
into a long and narrow, approximately rectangular shape,
even if a plastic lens having a thin outer periphery is formed,
the first opening 33 can be caused to face the outer periphery
of'the cavity. Moreover, because the second opening 34 can be
formed larger with respect to the nozzle 101, it is not neces-
sary to control the positions of the nozzle 101 and the mold 1
with very high precision when inserting the nozzle 101. Thus,
the nozzle 101 can be easily inserted into the injection aid
member 3.

According to the mold 1 in this embodiment, the interior
space 31a in the injection aid member 3 becomes narrower as
the interior space 31a approaches the first opening 33. In
addition, the guide plate 35 forms one side of the first opening
33 and one side of the second opening 34, and has a flat
surface which is in parallel with a direction in which both
openings 33 and 34 open. On the other hand, the inclined plate
37 forms one side of the first opening 33 and is inclined to a
direction in which the first opening 33 and the second opening
34 open.

Thus, even when the guide plate 35 of the injection aid
member 3 is placed downwardly, the gas (air) in the interior
space 31a does not enter the cavity 24. Moreover, the tip part
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101a of the nozzle 101 can easily be inserted into the cavity 24
by inserting the nozzle 101 along the flat surface of the guide
plate 35.

In the mold 1 in this embodiment, the radius of curvature of
the curved surface 32a of the attachment 32 is set to be
approximately the same as the radius of curvature of the outer
periphery surface of the mold assembly 2. The attachment
used in the present invention, however, may be configured to
be elastically deformable in a direction in which the radius of
curvature of the curved surface is changed. When the attach-
ment is made in this manner, one mold may be prepared for
multiple mold assemblies having a radius of curvature of the
outer periphery surface different from each another, thereby
fostering the versatility of the mold.

Furthermore, according to the mold 1 in this embodiment,
the second opening 34 of the injection aid member 3 is sealed
with the sealing member 4. The second opening of the injec-
tion aid member in the present invention, however, may be
sealed by welding the injection aid member itself using ultra-
sonic waves, or the like. In such a case, the injection aid
member also serves as the sealing member.

When the injection aid member itself is welded using ultra-
sonic waves to seal the second opening, it is preferable that
the second opening is arranged to have two independent tubu-
lar holes. Of the two tubular holes, one hole is used for
inserting the nozzle, and the other hole is used for exhausting
the air in the interior space 31a. This can make the opening
area of the second opening smaller, and the welding can easily
be performed.
<2. Second Embodiment of Mold>
[Mold]

Next, a mold according to the second embodiment of the
present invention will be explained referring to FIGS. 6 A-6B.

FIG. 6A is a perspective view showing a mold of the second
embodiment, and FIG. 6B is the cross-sectional view show-
ing the mold in FIG. 6 A by cutting it along a line indicated by
“B-B"".

A mold 61 according to the second embodiment has the
same structure as that of the mold 1 of the first embodiment
(see FIG. 1), except for a mold assembly 62. Accordingly,
with respect to the mold 61, the mold assembly 62 alone will
be explained and the same reference numerals are used to
designate members identical to those of the mold 1, and a
description of the identical members will be omitted.

[Mold Assembly]

The mold assembly 62 includes the first mold 21 and the
second mold 22 which are opposed to each other at a certain
spaced interval, and a tape member 63 which connects outer
peripheries of the two molds 21 and 22. Since the two molds
21 and 22 have the same shape and material as in the mold
(see FIG. 1), the description thereof is omitted.

The tape member 63 is an adhesive tape which is the same
as the tape member 23, and is wound around the outer periph-
eries of the first and second molds 21 and 22. The length (in
a longitudinal direction) of the tape member 63 is arranged to
be shorter than that of the outer peripheries of the first mold 21
and the second mold 22. Thus, in the mold assembly 62, a
cavity 64 and an opening for injection 65 which opens the
cavity 64 are formed. The opening for injection 65 of the mold
assembly 62 is arranged to be smaller than the curved surface
32a of the attachment 32 provided on the injection aid mem-
ber 3.

The injection aid member 3 is attached to the periphery of
the opening for injection 65 formed on the mold assembly 62.
Then, the attachment 32 of the injection aid member 3 is fixed
to the outer periphery surfaces of the first and second molds
21 and 22 with the adhesive member 45. When the injection
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aid member 3 is attached to the mold assembly 62, the open-
ing for injection 65 is covered by the attachment 32 of the
injection aid member 3. Then, the cavity 64 in the mold
assembly 62 and the interior space 31a in the injection aid
member 3 are connected to each other through the first open-
ing 33.

[Method for Producing Plastic Lens]

Next, a method for producing a plastic lens using the mold
61 will be explained.

Under a production method according to this embodiment,
a mold assembly step, an aid member attachment step, an
injection step, a sealing step, and a polymerization step are
taken. In other words, under the production method in this
embodiment, the through hole forming step taken in the
method for producing a plastic lens using the mold 1 is omit-
ted.

In the mold assembly step, the first mold 21 and the second
mold 22 are caused to face each other at a certain spaced
interval, and the outer peripheries thereof are connected by
the tape member 63, whereby the mold assembly 62 having
the cavity 64 provided with the opening for injection 65 is
assembled.

In the mold assembly step according to the present inven-
tion, the opening for injection may be provided after the
cavity is hermetically sealed with a tape member longer than
the outer periphery of the first mold 21 or second mold 22, and
then a cut is made in the tape member. Furthermore, the first
mold 21 and the second molds 22 may be connected to each
other by using a tape member in which the opening for injec-
tion has previously been provided.

In the aid member attachment step, the injection aid mem-
ber 3 is attached to the mold assembly 62. When the injection
aid member 3 is attached to the mold assembly 62, the open-
ing for injection 65 is covered with the attachment 32, and the
cavity 64 and the interior space 31a in the injection aid mem-
ber 3 are connected to each other.

Since the procedures taken in the injection step, the sealing
step and the polymerization step are the same as those in the
method for producing a plastic lens performed by using the
mold 1, the descriptions thereof are omitted.

With the method for producing a plastic lens and the mold
61 according to this embodiment, the same effects as those
obtained by employing the method for producing a plastic
lens and the mold 1 according to the first embodiment can also
be obtained. Moreover, because the through hole forming
step can be omitted, the work efficiency can be improved.

Meanwhile, in this embodiment, the opening for injection
65 is formed on the mold assembly 62 by making the length
of'the tape member 63 shorter than that of the outer periphery
of'the first mold 21 or second mold 22. However, an opening
for injection in the present invention may be previously
formed in the tape member. In such a case, the length of the
tape member is set to be longer than that of the outer periphery
of the first mold 21 or the second mold 22.
<3. Third Embodiment of Mold>
[Mold]

Next, a mold according to a third embodiment of the
present invention will be explained referring to FIG. 7.

FIG. 7 is the cross-sectional view showing the injection aid
member of the mold according to the third embodiment.

The mold according to the third embodiment has the same
structure as that of the mold 1 of the first embodiment (see
FIG. 1), except for an injection aid member 73. Thus, with
respect to the mold of the third embodiment, the injection aid
member 73 alone will be described.

The injection aid member 73 is formed by injection-mold-
ing a thermoplastic resin like the injection aid member 3 of

30

35

40

45

50

55

65

12

the first embodiment, and includes an aid member body 81
which is formed into an approximately quadrangular-tubular
shape and the attachment 32 which is continuous with one end
of'the aid member body 81. The attachment 32 is identical to
the attachment 32 of the injection aid member 3 in the first
embodiment.

The aid member body 81 includes a first opening 83 which
is formed into a long and narrow, approximately rectangular
shape, and a second opening 84 which is formed into an
approximately quadrangular shape. The opening area of the
first opening 83 is set to be smaller than the opening area of
the second opening 84. The aid member body 81 has a guide
plate 85, a plane plate 86 opposed to the guide plate 85, an
inclined plate 87 that is continuous with the plane plate 86,
and two side plates 88.

The guide plate 85 forms one side of the first opening 83
and one side of the second opening 84. The inner surface of
the guide plate 85 has a taper guide surface 854 on the side of
the first opening 83, an inclined surface 855 on the side of the
second opening 84, and a flat surface 85¢ formed between the
taper guide surface 85a and the inclined surface 8564.

The taper guide surface 85a is a curved surface which
makes an interior space 81la of the aid member body 81
continuously smaller as the taper guide surface 85a
approaches a first opening 83, and has an approximately
arc-shaped cross-section. The taper guide surface 85qa is a
guide surface guiding the nozzle 101 (see FIG. 4) to the first
opening 83. The inclined surface 855 is inclined to a direction
separating from the plane plate 86, and makes the interior
space 81a of the aid member body 81 continuously larger as
the inclined surface 856 approaches a second opening 84.
Furthermore, the flat surface 85¢ is in parallel with a direction
in which both openings 83 and 84 open.

The plane plate 86 forms one side of the second opening 84
and has an inner surface in parallel with the flat surface 85¢ of
the guide plate 85. The inclined plate 87 forms one side of the
first opening 83, and is inclined to a direction in which both of
the openings 83 and 84 open. With this structure, the interior
space 81a in the aid member body 81 becomes narrower as
the interior space 81a approaches the first opening 83. The
inclined plate 87 has a taper guide surface 87a which makes
the interior space 81a in the aid member body 81 continu-
ously smaller as the inclined plate 87 approaches the first
opening 83. The taper guide surface 87a serves as a guide
surface guiding the nozzle 101 to the first opening 83.

Each of the two side plates 88 is continuous with the guide
plate 85, the plane plate 86 and the inclined plate 87, and
forms two sides of the first opening 83 and two sides of the
second opening 84. Furthermore the fixing portion 41 is pro-
vided on the periphery of the second opening 84. The fixing
portion 41 is formed into a quadrangular frame shape that is
continuous with the guide plate 85, the plane plate 86 and the
two side plates 88. The sealing member 4 is firmly attached
and fixed to the fixing portion 41 (see FIG. 5).

In the mold of this embodiment, the interior space 81a of
the injection aid member 73 has an asymmetrical shape in a
direction in which the guide plate 85 and the plane plate 86 are
opposed to each other along an axis of the first opening 83,
and thus the same effects as those obtained with the mold 1 in
the first embodiment can be obtained. Furthermore, since the
taper guide surface 85a and the inclined surface 856 are
provided on the aid member body 81, even if the nozzle 101
has a shape in which its root portion is wide and a tip portion
becomes gradually narrower like a tip portion of a cylinder is
crushed in order to secure, for example, the rigidity of the
nozzle 101, the nozzle 101 can perpendicularly be inserted.
As a result, the detachment of the aid member body 81 from
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the mold assembly 2, which is caused by a pressure applied to
the first opening 83 and the attachment 32 when the nozzle is
obliquely inserted into the first opening 83 can be prevented.

The present invention is not limited to the embodiments
which have been described and shown in drawings, and vari-
ous modifications can be made within the scope of the
appended claims. For example, in the embodiments described
above, the lens forming surface 21a of the first mold 21 is
arranged to have a concave surface, and the lens forming
surface 22a of the second mold 22 is arranged to have a
convex surface. However, the type of the surface of the lens
forming surface according to the present invention can suit-
ably be decided depending on the shape of a plastic lens to be
formed.

EXPLANATION OF NUMERALS

1,61...mold,2,62...moldassembly, 3,73 ... injection aid
member, 4 .. . sealingmember, 21 .. . first mold, 22 . . . second
mold, 23, 63 . . . tape member, 24,64 . . . cavity, 25 . . . through
hole, 31,81 . .. aid member body, 314, 814 . . . interior space,
32 ... attachment, 32a . . . curved surface, 33, 83 . . . first
opening, 34, 84 . . . second opening, 35, 85 . . . guide plate, 36,
86 . . . plane plate, 37, 87 . . . inclined plate, 41 . . . fixing
portion, 45 . . . adhesive member, 51 . . . plastic lens material,
65 . .. opening for injection, 85a, 87a . . . taper guide surface,
85b . . . inclined surface

The invention claimed is:

1. A method of producing a plastic lens comprising:

a mold assembly step in which a first mold and a second
mold are caused to face each other, and outer peripheries
of'the first mold and the second mold are connected by a
tape member to assemble a mold assembly having a
cavity;

an aid member attachment step in which an attachment
provided around a first opening of an injection aid mem-
ber having the first opening and a second opening con-
nected to the first opening is firmly attached to the mold
assembly, and the first opening is caused to face the tape
member forming an outer periphery of the cavity;

a through hole forming step in which a through hole is
provided in a portion of the tape member opposed to the
first opening;
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an injection step in which a nozzle is inserted through the
second opening of the injection aid member into the
cavity, and a plastic lens material is injected thereto such
that the injected plastic lens material overflows from the
cavity into an interior space of the injection aid member
through the through hole and the through hole is com-
pletely filled with the overflowed plastic lens material;

a sealing step in which the second opening of the injection
aid member is sealed with a sealing member; and

a polymerization step in which the plastic lens material
injected to the cavity is polymerized in a state that the
through hole is completely filled with the overflowed
plastic lens material.

2. A method of producing a plastic lens comprising:

a mold assembly step in which a first mold and a second
mold are caused to face each other, and outer peripheries
of'the first mold and the second mold are connected by a
tape member to assemble a mold assembly having a
cavity provided with an opening for injection;

an aid member attachment step in which an attachment
provided around a first opening of an injection aid mem-
ber having the first opening and a second opening con-
nected to the first opening is firmly attached to the mold
assembly, and the first opening is caused to face the
opening for injection;

an injection step in which a nozzle is inserted through the
second opening of the injection aid member into the
cavity, and a plastic lens material is injected thereto such
that the injected plastic lens material overflows from the
cavity into an interior space of the injection aid member
through the opening for injection and the opening for
injection is completely filled with the overflowed plastic
lens material;

a sealing step in which the second opening of the injection
aid member is sealed with a sealing member; and

a polymerization step in which the plastic lens material
injected to the cavity is polymerized in a state that the
opening for injection is completely filled with the over-
flowed plastic lens material.
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